
Driving the world

Smaller in size, bigger in performance: 

Spotlight on PxG® integrated

Maximum dynamics and precision

Very compact design

Quiet, efficient operation 

Versatile output variants

Robust and durable 

For highly dynamic applications 

Low inertia, high torsional rigidity and overload capacity for 
ultrafast, precise movements

Up to 40% shorter than conventional planetary servo gear-
motors mounted using an adapter – perfect for tight spaces

Acoustically optimized components and helical gearing in the 
planetary gear unit keep noise development to a minimum

Flange block, solid shaft (smooth / with key / splining),  
also available in stainless steel

Degree of protection IP65 (option of IP66),  
operating temperature -15 °C to +40 °C

such as delta robots, tool changers, packaging machines, 
and many more

MOVILINK® DDI 
utilizes innovative single-cable 
technology to reduce cabling 
and installation time – less 
material used, more efficiency

Customized
MOVIKIT® Robotics software 
module for optimum motion 
control and simple parameter-
ization

Smart
Complete Drive Management 
CDM® – all drive data accessi-
ble via QR code – faster main-
tenance, less downtime

Flexible
Three gear unit sizes (PxG® 3, 
4, and 5) with various perfor-
mance classes and gear ratios 
from 4 to 220

Additional features

→  �Find out more: 
PxG® integrated precision planetary 
gearmotors | SEW‑EURODRIVE


